Table 29. Refinery Net Input of Crude Oil and Petroleum Products by PAD and Refining Districts, October 2005
(Thousand Barrels, Except Where Noted)

PAD District 1

PAD District 2

Commodity Appalachian
East Coast No. 1 Total IN, IL, KY | MN, WI, ND, SD | OK, KS, MO Total
Crude Oil 48,053 2,834 50,887 65,829 12,786 23,779 102,394
Natural Gas Liquids and LRGs 121 0 121 3,432 362 1,159 4,953
Pentanes Plus 0 0 0 993 163 888 2,044
Liquefied Petroleum Gases 121 0 121 2,439 199 271 2,909
Ethane 0 0 0 0 0 0 0
Propane 0 0 0 0 0 0 0
Normal Butane 25 0 25 1,272 128 75 1,475
Isobutane 96 0 96 1,167 7 196 1,434
Other Liquids -468 -17 -485 -12,606 -3,524 -630 -16,760
Other Hydrocarbons/Oxygenates 1,159 0 1,159 76 112 36 224
Other Hydrocarbons/Hydrogen 0 0 0 74 53 36 163
Oxygenates 1,159 0 1,159 2 59 0 61
Fuel Ethanol (FE) 0 0 0 2 59 0 61
Methyl Tertiary Butyl Ether (MTBE) 1,159 0 1,159 0 0 0 0
All Other Oxygenates® 0 0 0 0 0 0 0
Unfinished Qils (net) 2,482 -19 2,463 570 -181 -650 -261
Naphthas and Lighter 607 -37 570 -236 18 -216 -434
Kerosene and Light Gas Oils -661 0 -661 604 -22 109 691
Heavy Gas Oils 1,137 28 1,165 795 -129 116 782
Residuum 1,399 -10 1,389 -593 -48 -659 -1,300
Motor Gasoline Blending Components (MGBC) (net) -3,961 2 -3,959 -13,265 -3,455 -16 -16,736
Reformulated -3,638 0 -3,638 -8,282 -254 0 -8,536
GTAB 0 0 0 0 0 0 0
RBOB for Blending with Ether 0 0 0 0 0 0 0
RBOB for Blending with Alcohol -3,638 0 -3,638 -8,282 -254 0 -8,536
Conventional -323 2 -321 -4,983 -3,201 -16 -8,200
CBOB for Blending with Alcohol 0 0 0 -4,709 -2,596 0 -7,305
GTAB 0 0 0 0 0 0 0
Other -323 2 -321 -274 -605 -16 -895
Aviation Gasoline Blending Components (net) -148 0 -148 13 0 0 13
Total Input to Refineries 47,706 2,817 50,523 56,655 9,624 24,308 90,587
Atmospheric Crude Oil Distillation
Gross Input (daily average) 1,510 91 1,602 2,134 416 768 3,318
Operable Capacity (daily average) 1,623 94 1,717 2,362 426 781 3,569
Operable Utilization Rate (percent)” 93.1 96.8 93.3 90.3 97.7 98.3 93.0
Downstream Processing
Fresh Feed Input (daily average)
Catalytic Cracking 657 16 672 733 123 223 1,079
Catalytic Hydrocracking 21 0 21 106 0 6 112
Delayed and Fluid Coking 54 0 54 163 60 79 301
Crude Oil Qualities
Sulfur Content, Weighted Average (percent) 0.82 1.44 0.86 1.30 2.07 0.87 1.30
API Gravity, Weighted Average (degrees) 32.30 33.06 32.34 32.56 27.72 34.26 32.34
Operable Capacity (daily average) 1,623 94 1,717 2,362 426 781 3,569
Operating 1,572 94 1,666 2,288 426 781 3,495
Idle 51 0 51 74 0 0 74
Alaskan Crude Oil Receipts 0 0 0 0 0 0 0

See footnotes at end of table.
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Table 29. Refinery Net Input of Crude Oil and Petroleum Products by PAD and Refining Districts, October 2005 (Continued)

(Thousand Barrels, Except Where Noted)

PAD Dist. | PAD Dist.
PAD District 3 4 5
Commodity
Texas | Texas Gulf | LA Gulf New West
Inland Coast Coast |N.LA, AR| Mexico Total Rocky Mt.| Coast |U.S. Total
Crude Oil 18,636 80,553 64,722 5,911 2,949 172,771 17,806 79,174 423,032
Natural Gas Liquids and LRGs 948 4,374 2,294 248 304 8,168 519 2,170 15,931
Pentanes Plus 494 1,514 964 183 162 3,317 193 814 6,368
Liquefied Petroleum Gases 454 2,860 1,330 65 142 4,851 326 1,356 9,563
Ethane 0 0 0 0 0 0 0 0 0
Propane 0 0 0 0 0 0 0 0 0
Normal Butane 273 1,865 796 8 0 2,942 204 930 5,576
Isobutane 181 995 534 57 142 1,909 122 426 3,987
Other Liquids -1,065 2,842 4,166 -233 -581 5,129 -347 -28,122 -40,585
Other Hydrocarbons/Oxygenates 144 1,356 438 0 18 1,956 94 834 4,267
Other Hydrocarbons/Hydrogen 122 342 341 0 0 805 28 744 1,740
Oxygenates 22 1,014 97 0 18 1,151 66 90 2,527
Fuel Ethanol (FE) 22 0 0 0 7 29 66 90 246
Methyl Tertiary Butyl Ether (MTBE) 0 1,014 97 0 11 1,122 0 0 2,281
All Other Oxygenates® 0 0 0 0 0 0 0 0 0
Unfinished Qils (net) -33 4,118 4,797 -199 138 8,821 -367 2,525 13,181
Naphthas and Lighter -143 1,200 -129 -46 117 999 -120 128 1,143
Kerosene and Light Gas Oils 41 -1,482 -324 4 6 -1,755 -208 1,612 -321
Heavy Gas Oils -184 4,042 2,339 -112 15 6,100 124 674 8,845
Residuum 253 358 2,911 -45 0 3,477 -163 111 3,514
Motor Gasoline Blending Components (MGBC) (net) -1,175 -2,632 -1,069 -34 -737 -5,647 -74 -31,481 -57,897
Reformulated -356 -2,385 0 0 -702 -3,443 0 -29,028 -44,645
GTAB 0 0 0 0 0 0 0 0 0
RBOB for Blending with Ether 0 0 0 0 0 0 0 0 0
RBOB for Blending with Alcohol -356 -2,385 0 0 -702 -3,443 0 -29,028 -44,645
Conventional -819 -247 -1,069 -34 -35 -2,204 -74 -2,453 -13,252
CBOB for Blending with Alcohol -842 -729 0 0 0 -1,571 -160 -3,315 -12,351
GTAB 0 0 0 0 0 0 0 0 0
Other 23 482 -1,069 -34 -35 -633 86 862 -901
Aviation Gasoline Blending Components (net) -1 0 0 0 0 -1 0 0 -136
Total Input to Refineries 18,519 87,769 71,182 5,926 2,672 186,068 17,978 53,222 398,378
Atmospheric Crude Oil Distillation
Gross Input (daily average) 613 2,578 2,190 175 95 5,652 582 2,830 13,984
Operable Capacity (daily average) 632 4,001 3,138 206 113 8,090 588 3,166 17,129
Operable Utilization Rate (percent)>® 97.0 64.4 69.8 84.9 84.5 69.9 99.0 89.4 81.6
Downstream Processing
Fresh Feed Input (daily average)
Catalytic Cracking 182 992 859 19 33 2,085 166 699 4,701
Catalytic Hydrocracking 54 175 156 0 0 385 14 512 1,043
Delayed and Fluid Coking 6 527 373 13 0 919 33 474 1,781
Crude Oil Qualities
Sulfur Content, Weighted Average (percent) 0.92 1.80 1.64 1.94 0.59 1.63 1.34 1.29 1.38
API Gravity, Weighted Average (degrees) 37.07 28.52 29.67 27.53 39.28 30.02 32.10 27.63 30.48
Operable Capacity (daily average) 632 4,001 3,138 206 113 8,090 588 3,166 17,129
Operating 632 3,308 2,515 201 113 6,768 588 3,125 15,641
Idle 0 693 623 6 0 1,322 0 41 1,488
Alaskan Crude Oil Receipts 0 0 0 0 0 0 0 25,215 25,215

? Includes ethyl tertiary butyl ether (ETBE), tertiary amyl methyl ether (TAME), tertiary butyl alcohol (TBA), and other aliphatic alcohols and ethers intended for

motor gasoline blending (e.g., isopropyl ether (IPE) or n-propanol).

b Represents gross input divided by operable calendar day capacity.
Notes: Totals may not equal sum of components due to independent rounding. Refer to Appendix A for Refining District descriptions.
Source: Energy Information Administration (EIA) Form EIA-810, “Monthly Refinery Report.”
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